
 

 

 

                      Instructions and information 

for the KA-CD01 shell holder 

 
 
 
The KA-CD01 is a receiver-mounted shell holder for the following shotguns: 
 
Charles Daly pump-action and semi-auto 12ga (except “Tactical” model with extra-long forend) 
Legacy Escort MP-A semi-auto 12ga 
 
 Installation is simple and requires only a few simple hand tools. 
 
Note: Read the entire instructions before proceeding.  There is useful information 
throughout this guide and it is helpful to know all aspects of the installation procedure 
before starting the installation. 
 

STEP 1:  Unload the firearm.  It is important that the firearm is safe before attempting any 
repairs/modifications. 
 
STEP 2:  With a small 1/8” punch and mallet, tap out the two pins that hold the trigger group into the 
receiver.  Do not remove the trigger group. 
 
STEP 3:  Push the two supplied screws (with washers installed) through the holes in the receiver and 
through the trigger group.  The screws should go it from the RH side so that the exposed threads are 
on the LH side where the shell holder will be mounted. 
 
STEP 4:  Position the shell holder assembly in place on the LH side of the receiver and align the screw 
holes in the plate with the exposed screw tips.  We recommend that a drop of thread locker such as 
Loctite 271 be applied to the screw ends. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
STEP 5:  Carefully thread the screws into the plate, alternating between the two screws to ensure even 
tightening and no cross-threading.  Tighten the screws by hand with a screwdriver, do not overtighten 
or use any power tools or the receiver may deform. 
 
STEP 6:  At this point the shotgun can be tested for function.  The mounting plate should be flush 
against the side of the receiver and should hold the shells firmly.  After firing 100rds, recheck the 
tightness of the screws to ensure that they were not jarred loose by recoil.   
 

                   Questions or Comments? 
 

If you need to contact us for anything we can be reached at 615-568-7901 from 9AM-7PM MST from Mon-Sat or by 
email at tech@kingarmory.com.  This product is warrantied against manufacturing defects for life, if it fails for any 
reason, contact us for a RO# and ship it directly back to us for prompt replacement.  Thank you for your business 
and for supporting American jobs and technology. 
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